
 

 
 

NP301 Serial Device Server 
Quick Installation Manual 

 
Shenzhen 3onedata Technology Co., Ltd. 

Address: 3/B, Zone 1, Baiwangxin High Technology 
Industrial Park, Xili, Nanshan District, Shenzhen 

Website: www.3onedata.com 
Tel: +86 0755-26702688 
Fax: +86 0755-26703485 

 

【Package Checklist】 
Please check whether the package and accessories are intact 
while using the serial device server for the first time.  
1. Serial device server × 1 2. Quick Installation Manual × 1 
3. Straight-through cable × 1 4. Power adapter × 1 
5. Software CD × 1 6. 5-pin terminal block 
7. 3-pin terminal block 8. Qualify certificate × 1 
9. Warranty card × 1   
If any of these items are damaged or lost, please contact our 
company or dealers, we will solve it ASAP. 

【Product Overview】 
This product is a serial device server. Model as follow: NP301 
(Single Ethernet, 1-port RS-232 or RS-485/422) 

【Panel Design】 
 Top view 

 
 

 Side view and front view 

 
 
 Bottom view 

 
 

1. RS-485/422 serial port 
2. RS-232 serial port 
3. Ethernet port link/act indicator 
4. Serial port transmission or receive data indicator 
5. Power supply status indicator 
6. Wall mounting kit 
7. 10/100Base-T(X) copper port 
8. Restore factory settings button 
9. Terminal block for power input 

【Mounting Dimension】 
Unit: mm 

 

Note Before Mounting: 
 Don't place or install the device in area near water or 

moist, keep the relative humidity of the device 
surrounding between 5%~95% without condensation. 

 Before power on, first confirm the supported power 
supply specification to avoid over-voltage damaging the 
device. 

 The device surface temperature is high after running, 
please don't directly contact to avoid scalding. 

【Wall Mounting】 
 Mounting the Device 

 On the wall of device mounting, place the device on Step 1
the wall for reference or reference the mounting 
dimension to mark two screw position. 

 Nail two M4 screws on the wall and keep 2mm Step 2
interspace reserved. 

 Hang the device on two screws and slide Step 3



downward, then tighten the screw to enhance 
stability, mounting ends. 

 
 Device Disassembling 

 Device power off. Step 1
 Unscrew the screw on the wall about 2mm. Step 2
 Lift the device outward slightly; take out the device, Step 3

disassembling ends. 

【Power Supply Connection】 
 DC power supply 

This device provides 3-pin power supply input 
terminal blocks (V-, FG, V+). The power supply 
support anti-reverse protection. 
Power supply range: 9～48VDC 

Note: 
 Power ON operation: first connect power line to the 

connection terminal of device power supply, then power 
on. 

 Power OFF operation: first unpin the power plug, then 
remove the power line, please note the operation order 
above.  

【Restore Default Settings】 
Setup is restoring default 
settings button. Restoring 
default settings steps as 
follows: Press and hold the 

setup button, disconnect the power supply and then give the 
device to power up, wait for about 3~4 seconds to restore the 

factory settings. 

【Serial Port Connection】 
This device provides 1-port RS-232 or RS-485/422 serial port 
optional. 
 RS-232 serial port 

RS-232 adopt DB9-Male connecter, the pin 
definition is shown in the follow table: 
 

PIN 1 2 3 4 5 6 7 8 9 

RS-232 – RXD TXD DTR GND DSR RTS CTS – 

 RS-485/422 serial port 
RS-485/422 adopt 5-pin 5.08mm pitch 
industrial terminal blocks. The pin 
definition is shown in the follow table: 

PIN 1 2 3 4 5 

RS-485 D+ D- GND – – 

RS-422 T+ T- GND R+ R- 

【Checking LED Indicator】 
The device provides LED indicators to monitor the device 
working status with a comprehensive simplified 
troubleshooting; the function of each LED is described in the 
table as below: 
LED Indicate Description 

PWR 
ON 

The power connection is operating 
normally. 

OFF 
The power is not connected or is not 
working properly. 

LINK 

ON 
The Ethernet interface has established an 
active network connection. 

Flashing 
The Ethernet interface is in a network 
activity state. 

OFF 
The Ethernet interface does not establish 
an active network connection. 

Rx/Tx OFF 
No data or abnormal data is being 

received or transmitted through serial port. 

Flashing Serial port is receiving or transmitting data. 

【Specification】 
Panel  

Fast Ethernet port 

10/100Base-T(X) 
self-adaptation RJ45 port, 
full duplex or half duplex 
self-adaptation 

RS-232 serial port DB9 male 

RS-485/422 serial port 
5-pin 5.08mm pitch terminal 
block 

Indicator 

Power indicator, Ethernet 
port Link/Act indicator, 
Serial port transmission and 
receiving data indicator 

Power supply  
Input power supply 9~48VDC 

Access terminal 
3-pin 5.08mm pitch terminal 
block 

Consumption  
No-load consumption 1.13W@9VDC 

Full-load consumption 1.48W@9VDC 

Working environment  
Working temperature -40℃～75℃ 

Storage temperature -40℃～85℃ 

Working humidity 5%~95% (non-condensing) 
Physical Characteristics  
Protection grade IP40 (mental shell) 
Size (L×W×H) 100mm×69mm×22mm 

Weight 240g 

Mounting Wall Mounting 
 


	NP301 Serial Device Server
	Quick Installation Manual


<<

  /ASCII85EncodePages false

  /AllowTransparency false

  /AutoPositionEPSFiles true

  /AutoRotatePages /None

  /Binding /Left

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /sRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Error

  /CompatibilityLevel 1.4

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /PassThroughJPEGImages true

  /CreateJobTicket false

  /DefaultRenderingIntent /Default

  /DetectBlends true

  /DetectCurves 0.0000

  /ColorConversionStrategy /CMYK

  /DoThumbnails false

  /EmbedAllFonts true

  /EmbedOpenType false

  /ParseICCProfilesInComments true

  /EmbedJobOptions true

  /DSCReportingLevel 0

  /EmitDSCWarnings false

  /EndPage -1

  /ImageMemory 1048576

  /LockDistillerParams false

  /MaxSubsetPct 100

  /Optimize true

  /OPM 1

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness true

  /PreserveHalftoneInfo false

  /PreserveOPIComments true

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Preserve

  /UsePrologue false

  /ColorSettingsFile ()

  /AlwaysEmbed [ true

  ]

  /NeverEmbed [ true

  ]

  /AntiAliasColorImages false

  /CropColorImages true

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /DownsampleColorImages true

  /ColorImageDownsampleType /Bicubic

  /ColorImageResolution 300

  /ColorImageDepth -1

  /ColorImageMinDownsampleDepth 1

  /ColorImageDownsampleThreshold 1.50000

  /EncodeColorImages true

  /ColorImageFilter /DCTEncode

  /AutoFilterColorImages true

  /ColorImageAutoFilterStrategy /JPEG

  /ColorACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /ColorImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000ColorACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000ColorImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasGrayImages false

  /CropGrayImages true

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /DownsampleGrayImages true

  /GrayImageDownsampleType /Bicubic

  /GrayImageResolution 300

  /GrayImageDepth -1

  /GrayImageMinDownsampleDepth 2

  /GrayImageDownsampleThreshold 1.50000

  /EncodeGrayImages true

  /GrayImageFilter /DCTEncode

  /AutoFilterGrayImages true

  /GrayImageAutoFilterStrategy /JPEG

  /GrayACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /GrayImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000GrayACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000GrayImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasMonoImages false

  /CropMonoImages true

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /DownsampleMonoImages true

  /MonoImageDownsampleType /Bicubic

  /MonoImageResolution 1200

  /MonoImageDepth -1

  /MonoImageDownsampleThreshold 1.50000

  /EncodeMonoImages true

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageDict <<

    /K -1

  >>

  /AllowPSXObjects false

  /CheckCompliance [

    /None

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXTrimBoxToMediaBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXSetBleedBoxToMediaBox true

  /PDFXBleedBoxToTrimBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXOutputIntentProfile ()

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputCondition ()

  /PDFXRegistryName ()

  /PDFXTrapped /False



  /CreateJDFFile false

  /Description <<



    /BGR <>

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /CZE <>

    /DAN <>

    /DEU <>

    /ESP <>

    /ETI <>

    /FRA <>

    /GRE <>



    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)

    /HUN <>

    /ITA <>

    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /LTH <>

    /LVI <>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /POL <>

    /PTB <>

    /RUM <>

    /RUS <>

    /SKY <>

    /SLV <>

    /SUO <>

    /SVE <>

    /TUR <>

    /UKR <>

    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /ConvertColors /ConvertToCMYK

      /DestinationProfileName ()

      /DestinationProfileSelector /DocumentCMYK

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure false

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles false

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /DocumentCMYK

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /UseDocumentProfile

      /UseDocumentBleed false

    >>

  ]

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice



