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Taurus-X1030

10.1"” Intel Celeron N5105 Handheld Tablet PC

Specification
V3.0

Key features:

> 10.1" LCD display, IPS 16:10, 1280*800/1920%1200, 1000 nits;

>  Intel Celeron N5105, Quad-core 2.0Ghz processor;

> Multi 10 points projective capacitive touch, G + G;

>  Integrated with 3G/4G all network, Wi-Fi and Bluetooth;

>  IP65 protection, meet MIL-STD-810G standard;

>  Support GPS/GLONASS/Beidou, Front&rear camera, support 8m auto-focus camera;

»  Optional RJ45/COM/USB3.0/2D extension modules (4 choose 1);

»  Dual-battery, Built-in 860 mAh batter, detachable 5000mAh polymer lithium-ion battery.
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Technical Data

Taurus-X1000 Series

Basic & System CPU Intel Celeron N5105, Quad-core 2.0Ghz

Memory Onboard 8GB

Storage (ROM) Onboard 128GB

0S Windows 10

Dimension 289.9x 196.7 x 27.4 (mm)

Weight 1140g (Net weight)

Color Black

Camera Front 2M Pixel, Rear 8.0M Pixel

GPS Support GPS, GLONASS, Beidou

NFC Optional

Power AC 100~240V, 50Hz/60Hz, Output: DC 19V/3.42A
10 interface HDMI 1* HDMI 1.4a

USB 1% USB3.0, 1* Type-A, 1* USB type-C

Card 1* Sim card, 1* TF Card (Max. 128GB)

Audio 1* 3.5mm earphone jack

Power 1* 3.5mm DC jack

Dock 1% 12 pins Pogo Pin
Display & Touch Size/Type 10.1" IPS 16:10 LCD

Resolution 1280*800 (Optional 1920*1200)

Touch Multi 10-points capacitive touch, G+ G
Battery 1 Type Build in Li-polymer battery

Capacity 7.4V /860 mAh

Endurance 30 mins (Under 50% sound volume, 200nits brightness, play 1080p HD video)
Battery 2 Type Removeable Li-polymer battery

Capacity 7.4V/5000 mAh

Endurance 5 hours (Under 50% sound volume, 200nits brightness, play 1080p HD video)
Network WIi-Fi 2.4G + 5.8G Dual frequency, Wi-Fi 802.11 (a/b/g/n/ac)

Bluetooth BT 4.2 (BLE) Class 1, transmission distance 10m

3G/4G LTE FDD: B1/B3/B5/B7/B8/B20/B28A

WCDMA: B1/B8
GSM: B3/B8

Environmental Operating temp. -20~+60°C

Storage temp. -30~+70°C

Relative Humidity

95% (Non-condensation)

IP rating IP65
Module extension Ethernet 1* RJ45 (10/100/1000 M)
(4 choose 1) coMm 1% RS232 (DBY)
UsB 1% USB3.0
2D EMS0, Optical resolution 5 mil, scan speed: 50 times/s
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Taurus-X1000 Series

Dimension & Interface

Taurus-X1030

Front Camera Rear Camera

Coming gorilla glass touch panel

Scanning Button

Home Button
olume Button +

olume Button
Po St
Button

NFC Reader  Fingerprint Reader

o8 27.4mm Protection corner
289.9mm

pogo pin interface

Ordering Information

Part no. Description

Taurus-X1030 10.1", 1920 * 800, Intel Core i7-8550U, RAM/ROM, Pcap. touch, 1* HDMI, 1*USB3.0, Earphone, GPS,
Wi-Fi, BT, 3G/4G, TF card, Sim card, 860mAh Battery, DC 19V/3.42A

TAA-NFC Optional NFC module

TAA-ERJ Optional RJ45 ethernet extension module

TAA-RSD Optional RS232 (DB9) extension module

TAA-2D1 Optional 2D module

Optional accessory
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Docking Charger

Hand-strap Vehicle mount Car charger Removable Battery
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The information in this specification is subject to change without notice.
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All parts of Mainkco IPC documentation are protected by copyright law and all rights are reserved. This documentation may not, in whole or in part, be copied,

photocopied, reproduced, translated, or reduced to any electronic medium or machine-readable from without prior consent, in writing, from TAICENN Technology.

- Mainkco is a subsidiary brand of TAICENN Technology.

sales@mainkcoipc.com D‘



